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iGuzzinidesign Maurizio Varratta Effect Equalizer LIGHTING MANAGEMENT SYSTEM
PRECONFIGURED

Standard button panel
with IP55 box

Remote units Main unit Components Luminaires

code 9642  15

Effect Equalizer

Digital 
sensor entry 

Block diagram of system

On/Off

Change speed 

Change scene/setting

6 channels,
each can

control 1,5 A
code 9643  00

Effect LED Interface

code 9908 00 10W
code 9909 00 24W
code 9910 00 72W
code 9911 00 96W
code 9912 00 240W

Electronic power supply designed 
to mount on a DIN standard profile

Effect Equalizer

Max 6 channels

Configuration for installation in
internal and external environments

The Effect Equalizer panel may be
used for installation in internal
environments..

For installation in external
environments we recommend using a
standard control panel with IP55 box

Non-expandible system

Ledplus
monochromatic
indicator

For the system definition,

refer to the instructions.

Preconfigured compatible luminaires

Ledplus
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iGuzzinidesign Maurizio Varratta Colour Dynamic Quick LIGHTING MANAGEMENT SYSTEM
PRECONFIGURED

Compatible only with iGuzzini 
lighting fixtures

Plug and Program Compatible with Euro
standard and Schuko
connection boxes

Remote controlDynamic RGB 

Colour Dynamic Quick is a simple
flexible system used to control
LED RGB luminaires.
Predefined light and colour scenes
are created in sequences, forming
versatile plays of light and endless
chromatic effects, such as chasing
effects, transitions, passages, and
colour changes. Settings come to life
and are filled with lively chromatic
tones and colour mixtures. A fantasy
of luminous scenes to meet the
user's lighting requirements at best. 

The Plug and Program* system
allows for configuring the products
individually to obtain schemes and
sequences that are emphasized
by the available programmes.

*Upon first installation the products must
be recognised and ordered to obtain
the desired scenographic effect.
The use of Colour Dynamic Quick provides
a functional characterisation of the lighting
fixtures of the specific installation.

N
ap

le
s 

- I
ta

ly
: C

ity
 o

f 
S

ci
en

ce
s

P
ho

to
: E

nr
ic

o 
La

tt
an

zi

The table shows the management 

of a matrix with different combinations,

in which each square represents 

the effect of a single fixture
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iGuzzinidesign Maurizio Varratta Colour Dynamic Quick LIGHTING MANAGEMENT SYSTEM
PRECONFIGURED

Once you have configured the
products (Plug and Program) the
system is ready for the functions
required by the lighting scheme.
Using the buttons with light memory,
Colour Dynamic Quick can play a
series of 5 light shows with different
dynamic effects: colour chasing,
transitions, graphic plays of shape and
colour. Contact iGuzzini for information
on configuration and definition of
lighting installations.

on/off in soft mode 

buttons with luminous memory 

colour button

fixed button

dynamic shows 
allow for using 5 predefined
dynamic sequences 

control buttons
allow for changing the execution speed
of the selected sequence
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Preconfigured luminairesFcod.

Express Microframe Linealuce Ledplus Platea Maxi Woody Woody Light up w.p.
Light up light

Glim Cube



All the lighting fittings included
in this catalogue were designed
and manufactured in compliance with
European Standards EN 60598-1,
which comply with international
Standards IEC 598-1.
The products are ENEC- or IMQ-
approved and bear the EC Mark.
The EC Mark shows that the product
complies with and meets the
applicable EC Directives and entitles
the product to be freely marketed in
all the Member States of the
European Community.

The Mark sets out the penalties
and responsibilities resting with the
producers and sellers that market
EC-marked products not compliant
with the requirements provided
for in the relevant Directives.
The lighting fittings are required to
meet the following Directives:
EC 89/336/EEC on “electromagnetic
compatibility” and EC 72/23/EEC
on “low-voltage electrical material”.

Classification of fittings according 
to the electrical protection. 

Class 0 with functional insulation,
but without double
reinforced insulation in
every part and without
earth connections. 

Class I with functional insulation in
every part and with earth
terminal or clamp if the
unit is fixed, or with
electric power supply cable
complete with earth wires
and relative plug with earth
contact if the unit is mobile. 

Class II with double insulation
and/or reinforced insulation
in every part and without
earth connections

Class III designed for connecting to
low voltage circuits,
without any internal or
external circuit functioning
at a voltage different from
safety low voltage. .

Classification of fittings according to
the inflammability of the surfaces
used for installation. 

The fitting can be installed
on normally flammable
surfaces. 

The fitting can be installed
on normally flammable
surfaces with thermally
insulated ceilings.

The fitting cannnot be
installed on normally
flammable surfaces. 

The fitting can be installed
on furniture.

Standards 

Classification of fittings

M M
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UNI EN 29001 - ISO 9001

The Italian Quality Seal Institute
(IMQ) and the European institutes
are responsible for establishing the
conformity of the fittings to the safety

The Italian Quality Seal Institute
has recently introduced a new seal
(IMQ Performance) which certifies
the performance of products tested
in certified laboratories as regards:

• photometric curves
• tables of luminous intensity
• diagrams of luminances
• glare curves
• output.

ISO 9001
The ISO 9001 certification confirms
the objectives that iGuzzini has been
always pursueing.
The company’s objective has always
been that of research, production
and distribution.

A global commitment for total
responsibility towards an ever
changing world as well as towards
the customer’s expectations which
require continuos improvement.

03

Approvals

provisions contained in the relevant
standards and granting the
authorization for marking the
fittings with the quality seal.  

The presence of this mark represents
the best safety and quality warranty
for the end user.  

The ENEC mark certifies the
conformity of the products to all the
applicable European standards and
guarantees the company in terms
of organization and production 
(ISO 9001).

Degree of protection

iGuzzini Standards

SECOND IDENTIFICATION NUMBER
Degree of protection against
penetration of liquids.

0 Not protected

1 Protected against the
vertical fall of water drops 

2 Protected against the fall
of water at a maximum
angle of 15°

3 Protected against rain

4 Protected against splashes

5 Protected against jets
of water 

6 Protected against waves

7 Protected against the
effects of immersion 

8 Protected against the
effects of prolonged
immersion 

The resistance offered by the fixture
to the penetration of solids and liquids
is indicated by the IP prefix
(International Protection) followed
by two numbers. The first number
identifies the degree of protection
against the ingress of solids and the
second number against liquids 
(IEC 529 - EN 60529 publication).
The letters IK indicate the the level
of shock resistance of the luminaire,
according to CEI EN 50102.

FIRST IDENTIFICATION NUMBER
Degree of protection against
penetration of solids.

0 Not protected

1 Protected against
penetration of solids
larger than50 mm.

2 Protected against
penetration of solids
larger than 12 mm.

3 Protected against
penetration of solids
larger than 2.5 mm.

4 Protected against
the penetration of solids
larger than 1 mm.

5 Protected against the
penetration of dust.

6 Completely protected
against penetration of dust.  

LEVEL OF SHOCK RESISTANCE
It designates the level of shock
resistance according to CEI EN 50102.

IK00 Not protected

IK01 Protected against 0,15 J
shocks

IK02 Protected against 0,2 J
shocks

IK03 Protected against 0,35 J
shocks

IK04 Protected against 0,5 J
shocks

IK05 Protected against 0,7 J
shocks

IK06 Protected against 1 J
shocks

IK07 Protected against 2 J
shocks

IK08 Protected against 5 J
shocks

IK09 Protected against 10 J
shocks

IK10 Protected against 20 J
shocks

…m
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iGuzzini Alphabetic index

iGuzzini Colours

Archilede 74
Biodynamic Quick 176
CityWoody 80
Colour Dynamic Quick 186
Colour Equalizer 182
Colour Quick 180
Deep Frame 52
Deep Minimal 52
DLC Master 1 168
Effect Equalizer 184
Express 32

Express recessed 40

FrameWoody 80

FrameWoody pendant 80

Glim Cube 114

iRoll 65 120
iTeka 100
iWay 106
Ledplus tall glass/stainless steel frame 60
Ledplus stainless steel frame with screws 140
Le Perroquet 12
Light Equalizer 178
Light Up - Balisage 160
Light Up light 156
Light Up Walk professional 150
Linealuce 128
Lux 28
Master Pro 174
MaxiWoody 80
MicroFrame 46

Miniwoody 96
MultiWoody 80
Parallel 24
Pixel Plus 36
PizzaKobra 8
Platea 86
Scene Equalizer 172
Cut Off System small body 76
Lavinia System 78
Sydecar 20
Tecnica 16
Tee 110
Vision (Round-Square-Rectangle) 56
Woody 92

A1 Grey / nitric
A5 Chrome / nitric
B5 Grey / white
B6 Grey / transparent
B7 Nitric / transparent
B8 Grey / smoky
B9 Black / smoky
C1 Black / nitric
D3 Grey/white with “imprinting”
D4 Clear grey / dark grey
D6 Dark grey / aluminium
D7 Cyan
D8 White / Transparent
D9 White / Nitric
00 Indeterminate
01 White
02 Orange
04 Black
05 Red

06 Yellow
07 Green
09 Sky blue
10 Chrome
11 White / white
12 Alluminium
13 Steel
14 Brass
15 Grey
16 Blue
20 Metallic grey
21 Clear and satin
22 Smoky
24 Clear transparent
26 Magenta
30 White fabric
31 White like false ceilings 

with narrow panels
36 Chrome / opal

38 Opal
39 White / alluminiumo
40 Black / alluminium
41 White / brass
43 Black / black
47 White / black
48 Gilded
65 Nitric
70 Anthracite grey
73 Grey / yellow
74 Grey / black
75 Military green
78 Grey / alluminium
81 Light green
82 Red salmon
83 Transparent / black
84 White / green
85 Transparent / green
86 Dark metallic grey
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GENERAL CONDITIONS
iGuzzini reserves the right to discontinue any products from its collection at any time whatsoeve
and without prior notice, without prejudice to the essential characteristics of the models described;
iGuzzini also reserves the right to make technical and photometric modifications as well as
to change any parts, details or finishes deemed suitable for improvement purposes or due
to construction and commercial requirements. Goods travel at the customer’s risk and peril,
even those sold franco domicile. Any exporting of goods purchased must be authorised
in advance and in writing by iGuzzini.
The pole + product compositions shown in the catalogue are merely indicative, in particular
as concerns the wind-thrust stability test, which should be performed based on both
the characteristics of the location and the regulations in force.
For installation purposes refer exclusively to the conditions described in the instruction sheet
included in the product package and/or on the Web site www.iguzzini.com
The data and information contained in these pages is to be considered indicative and non-binding.
iGuzzini reserves the right to cancel, alter, or rectify the data and information for legal and/or
technical and/or technological reasons. 
iGuzzini, in any case, will try to do everything in its power to ensure that all the data and
information herein are correct and up-to-date when printed, yet shall not be held accountable if,
regardless of various proofreads, there should be inaccuracies and/or errors because of, and not
limited to, legal or technological updates, use of software that is different from that utilized by
iGuzzini, and/or issues that are out of Guzzini’s control.
For information and updates on compatibility of the light sources with the fittings illustrated in this
catalogue, reference must be made to the instructions sheets that can be downloaded from the
e-catalogue at www.iguzzini.com

SAFETY SEALS
In order to guarantee operation and safety, public boards have established specific standards which
protect the end user against risks. iGuzzini illuminazione in line with its policy of quality and safety,
makes products which comply to these standards. The non-electrified components of the system
(such as cover plates, couplings, etc.) cannot be considered as lighting fixtures and therefore
are not included in the standards used by the Quality Seal Institutes for their classification.
However, all the components of the certified systems have been tested by the said Institutes
to ensure compatibility and safety.  
The luminaires in the iGuzzini collection are designed in conformance with European standards
EN 60598-1 and more specific ones, therefore meeting these requirements in full, including
the maximum temperatures allowed and considering the ambient temperature to be 25°C. 
For those countries or areas where the luminaires are to be installed with thermal and
microclimatic references which are different from those foreseen (e.g.: swimming pools,
premises subject to the risk of explosion, etc…), we invite you to contact us. For the correct
installation of the luminaires, always consult the instruction sheet provided with the product.

GUARANTEE
In compliance with European norms, we guarantee our products against defects pertaining to their
conformance with the sales contract for two years after delivery of the product, as long as said
defect is reported within and no later than two months from its discovery.

INFORMATION
For enquiries, remarks and service needs, please contact the reference company for your
geographical area (see details in this catalogue).

General conditionsiGuzzini
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