


Ring
iGuzzini

Catalogue news 2009-2010
This catalogue introduces the New
Products for Indoor and Outdoor
Lighting Systems for the years 
2009 - 2010

Internal Lighting Systems
The internal catalogue illustrates
internal fittings.

External Lighting Systems
This catalogue presents the whole
iGuzzini range of external fittings.

iGuzzini can grant an additional
warranty against defects of products
for 3 years after the two-year warranty
upon on-line registration at
www.iguzzini.com and acceptance
of specific conditions.
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Floodlights

A stainless-steel glass 
fall-prevention net 
may be provided for

Deflector designed 
to limit upwards 
luminous flux

Ring is a new projector for the
professional illumination of sports 
facilities, large areas and architectural 
details.
The essential compact design and
low weight of the product allow 
remarkable installation flexibility. 
The accurate selection of materials 
and finishes make Ring even more 
valuable.
The luminous effect produced is
extremely comfortable to both
athletes and spectators.
Colour rendering is excellent and 

suitable for high - definition TV.
Ring is especially recommended to 
illuminate far-away objects in an
accurate well-defined way.
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Large buildings

Indoor sports areas

Architectural details



iGuzzini

Floodlights

• Die-cast glass-holding body and
	 rings painted with metallised -
	 aluminium-grey powder (RAL9006).
• Closing clip for cover made of
	 stainless steel with safety hook.
• Polyamide electrical connection
	 box complete with ignitor.
• Wide range of thick weather-proof
	 reflectors made of superpure
	 99.98% aluminium - polished and	
	 oxidised. The reflectors also act
	 as heat sinks, thus helping limit
	 the lamps’ temperature and increase
their lives as a consequence.
• Ceramic lamp supports with	
	 stainless-steel retention spring.
• Nickel-plated copper internal
	 cables (section 1.5-4 mm2) with
	 THT silicone coating.
• Painted galvanised steel bracket
	 complete with graduated
	 goniometers.
• Gasket made from bicomponent	
	 silicone-gel as deposited directly
	 on the glass. Protected against the
	 lamp’s UV radiation.
• LCP automatic line disconnecting
	 switch.

• Heat-hardened 5mm-thick glass
	 or chemically-hardened 2mm-thick
	 glass (HU version).
• A stainless-steel glass fall-prevention
	 net may be provided for
• Stainless-steel concealed aiming 
	 device.
• Polyamide IP66 - patented
	 anti-vacuum device.
• Stainless-steel external screws	
	 and bolts.
• IP66 IK07 - IK10
• F Mark
• ENEC approval
• Insulation class I

Closing clips for cover 
made of stainless
steel with safety hook

Anti-vacuum device Stainless-steel
concealed aiming 
device.

Automatic line
disconnecting switch

Painted steel bracket 
complete with
graduated scale
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code 	 lamp

Projector complete with ignitor with 
heat-hardened glass

Projector complete with ignitor with 
heat-hardened glass

BE68u 1000 W HQI-TS D/S	 SS
BE69u 1000 W HQI-TS D/S	 S
BE70u 1000 W HQI-TS D/S	 F

optic

03

IP66 IK07-IK10

IP66 IK07-IK10

BE71u 1000 W HQI-TS D/S	 WF

BE76u 2000 W HQI-TS D/S	 SS
BE77u 2000 W HQI-TS D/S	 S
BE78u 2000 W HQI-TS D/S	 F
BE79u 2000 W HQI-TS D/S	 WF

Projector complete with ignitor with 
heat-hardened glass and stainless-
steel fall-prevention net (HU version)
BE80u 2000 W HQI-TS D/S	 SS
BE81u 2000 W HQI-TS D/S	 S
BE82u 2000 W HQI-TS D/S	 F

IP66 IK07-IK10
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code code

accessories and components

Stainless-steel fall-prevention net

1000W power-supply kit complete 
with ballast and capacitor

BZB6

BZB0
for BE68-BE69-BE70-BE71

Aluminium deflector designed to limit 
upwards luminous flux in compliance 
with UNI 10819 standards and
regional regulations  

2000W power-supply kit complete 
with ballast and capacitor

BZB7

BZB1

Available in colour 00

for BE76-BE77-BE78-BE79-BE80
BE81-BE82

Available in colour 00
(standard in HU versions)

Available in colour 00

1000W power-supply unit complete with 
ballast, capacitors and ceramic fuse fixed 
to galvanised plate
BZA8
for BE68-BE69-BE70-BE71

1000W power-supply unit complete with 
ballast, capacitors and ceramic fuse fixed 
to galvanised plate
BZA9
for BE76-BE77-BE78-BE79-BE80
BE81-BE82



Lampade
iGuzzini

	 W	 V	 lm	 cd	 lm/W	 K
code	 wattage	 voltage	 lum. flow	 lum. intens.	 lum. effic.	colour temp.	 CRF	 socket	 ø mm

L247	 1000	 230	 90000	 /	 90	 5900	 ≥90	 K12s-36	 36
L248	 2000	 400	 200000	 /	 103	 5900	 ≥90	 K12s-36	 36HQI-TS/D/S 	 Short-arc metal halide (Osram)
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Still-Life Photo

Giuseppe Saluzzi




